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LifeStar Nitrile Gloves
QUALITY STANDARDS

PRODUCT SPECIFICATIONS

GlOVE PROFILE

Conforms to MDR (EU) 2017/745 (class I), CE PPE CAT III, ASTM D6319, EN ISO 13485:2016, EN
ISO 9001:2015, EN ISO 14971:2019, IEC 62366-1:2015(en); EN ISO 15223-1:2016, EN 455-
1:2000, EN 455-2:2015, EN 455-3:2015, EN 16523-1:2015+A1:2018, EN ISO 374-
1:2016+A1:2018, EN 420:2003+A1:2009, EN 374-2:2014, EN ISO 374-4:2019, EN ISO 374-
5:2016, EN 1186:2020, EN 1935/2004, EN 13130-1:2004, DIN 10955:2004. 

Type

Material

Colour

Storage

Shelf-Life

Powder-Free, Non-sterile, finger textured, beaded cuff and
smooth external finish.

Nitril, latex-free, Chlorinated

Black

Usage

Nitrile Black gloves are non-sterile. These gloves are intended
for single use. The Nitrile Black industrial gloves look
professional while concealing dirt and grime. They are a great
fit for automotive, household work, food service, and cleaning.

5 years from the date of manufacturing.

The gloves shall maintain their properties when stored in a 
dry condition. Avoid direct sunlight. 

Weight S 4.0±0.3g M 4.5g±0.3g L 5.0g±0.3g XL 5.5g±0.3g

Small = 85 mm Medium = 95 mm Large = 105 mm
X-Large = 115 mm

Minimum 240mm

Thickness
 ( +/- 0.02mm)

ASTM D 6319

Cuff (mm)

Palm (mm)

Finger (mm)

Minimum 0.08 mm

Minimum 0.08 mm

Minimum 0.08 mm

  8.4 N

After aging

Before aging

 8.4 N

  10.8 N
S / M
L / XL

S / M
 10.5 NL / XL

in coorporation with


